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Warranty
The warranty period for this instrument is 18 months after it is sold. The manufacturer or the agent is responsible for the necessary commissioning and testing. 

Generally speaking, during the warranty period, Deviser is responsible for all the repairs free of charge unless the breakdown is caused by the improper usage. The customer shall pay for the transportation cost and insurance cost for sending the product to the repair department, while the costs of sending the repaired products to the customer shall be borne by Deviser or the appointed repair agent.
After the software and hardware provided by our company for this product is properly installed on the instrument, the instrument will carry out its programming instructions. However, our company does not guarantee that various operations on this instrument will not be interrupted or no error message appears.
The warranty is only limited to the instrument and no warranty provided for the loss caused by the breakdown of other equipment, loss of life or loss of assets due to the improper use of this instrument.
Warranty Limitations

Our company does not provide warranty for the improper usage or insufficient maintenance (including the software or connections added by the customer) as well as user disassembling the machine without authorization. During 18 months warranty period, calibration service, maintenance service and consulting service are free of charge. Proper charges for material or maintenance & repair service will apply after 18 months warranty period. 

Following items are not in the scope of warranty:

1 The battery and battery charger presented as gifts upon machine purchase.
2 The distortion and damage of the panel, the switches, the devices and the outside cover of the machine caused by the mechanical external force (crash, fall etc.) as well as the resulting breakdowns of the internal components.
3 Disassemble the instrument attempting to repair without authorization.

Attentions
The internal capacitors may still be electrically charged after the instrument is powered off.
The technical specifications and operation methods as stated in this user manual might be changed without prior notice. If any further information is needed after using the instrument for a while, please consult with the manufacturer.
All the copyrights are reserved. No copy, modification or translation without prior consents in written.
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